BOwLeEx 18-3 co 


eS 


instructions for use 


Description of the projector 


Adapting the projector to the electrical network 


To adjust the 
frequency (Hz): 


y to which your 
he projector an the 
cy and voltage 


wo pulleys on 


Projection 


Loading 


Adapting the 


projector to the film format 


Forward 
projection 
With the projector loaded: 


‘turn the main switch to 
the on position with the 
light on: 


© aciust the proection height us 
the adjustable front foot: 


@ adjust the image size to the 
front ring of the lens, while 
preventing the rear ring from 
fotating: 
ring of the lens; 


© trecensry operate the ming 
lever until the image separation 
line disappears. 


Caution: the di 


aft pro- 


Remarks 
3) Ifthe motor stops during 
projection, for example due 


and then return to the projection 
position. 


) Ifyour projector has been 
subjected to very low 

itrun empty, with the lamp” 

on tor afew nates 


it 


Reverse 

projection 

To avitch from forward to reverse 
you must return to "0 


changed, 


Slightly 
corrected using the lraming lever 


Projection 
cadences 


Corresponding number you can 
fun your film at the normal 
frame rate of 18 frames per 
second, or switch to an 
increasingly dow mation of 12, 

9, 60r 3frames per socond. The 
two "0" positions of the selector 
sifow you to stop on a frame. 


hese various selector positi 
an be done during projection. 
Whether in forward or reverse 
gear. 


Fast rewind 


‘hook of the supply ret 
tether outside the projection channel. 
Girectly from the take-up reel to 
‘We supply reat when the Bm has 
been completely unwound and 


"Through the projection channel 
You then need to, by passing 
Inrough the positions “O" and, 
turn the main switch to the fast 
rewind position; the lens holder 
‘9pens, the projection 

imp goes out and the 
fienreweds 


Fast rewinding through the 
projection channel can be used 
arth protection to show an 
interesting sequence a second 
time 


Outside the projection channel 
Do the following: 
@with the projector switched off 


(main switeh on "0°), attach t 
mot the fin to tthe 


supply spool; 
© wile passing theouah the, 
fest remind positon 0. 


Projection with 


background sound 
The Boles 18-3DU0 is equipped 
With socket which lows 10 be 
Connected, vang especial accessory 
abi toa emssem recorder which 
Yyucan then switch onand off 

rem th project. 


‘Note: Only casstt econ equipped 
ferremote cantata he sar can 
be used, 


The caste corde starts whan 

you turn the main switch to the 

“running with the lamp on» 
ing with the lamp on = start 


when you return to any 


mac saten 


Tastart the canes rocorder atthe 
choose reference pint on the fm 
with Indian ink, by scratching the 


emulsion, etc. 


Noticed 


At therois a notleeable discrepancy 


corrected 


follows: 


4) when the sound precedes the 
nage trnthe manswrtch of the 
recto belly wth poston ten 
fe1urn to the position: the kn 
projection continues without Bij: 
Srerusion wile the tape recat 


stops then starts again; 


postion “16 the frame rate 


‘magni stipe remains uncharged 
While that ofthe fim decreases, then 
turns not mal 


Remote control cable, for 
‘cannction brown the projec and 
the cassette recorder, see under 
Accessories", page 8 


Image dimensions on screen 


in centimeters, for Super 8 
(Single 8) Rims, depending on focal 
length and projection dutance 


by approximately 20% you 
sooty» xml oma 


row Throw di 
2m 4m Sm 6m 8m tom tm 

mm 70x59 442x106 177x133 219x160 254x213, 

Timm 62x45 125x 94 150R117 1eBx141 51x tes 314x255 

Yemm 58x44 W7x 8847x110 1771332354176 295x218 

zomm 62x30 306x 78 159x100 160x120 213x160 _267 200 

Bmm 47x35 94x 70 117% 68 141x108 188X161 _295"176 282x212 
2mm 42x31 Ax 63 106% 79 127K 95 170x127 213x160 256x192 
2mm 57x28 75x 56 05x 71 146k 88 ASINTIS 100x143 220x171 
30mm Tix 53 08x 68 106% 79 M2K107 177x133 212x160 


Projector Maintenance 


Lubrication Film maintenance 


‘luo monitor tho cleanliness of 


tional 
and may even be harmful. 


«the project mut tbe ere ere ed 

ed tothe mains and en oe 

ane Se er ere oe 
ae ee Sih Rand an eddicnal 


+ push the latch (A) of the lens 
aor back and pivot th 
to the left 


© thoroughly cle 


ime intended for inenive use 
{originals or copies) Ths work 
is carried out by specialized 
rs laboratories at low prices. 


lamp (€) 


Hz 


pulley: 


@ pull the base (A) of the lamp 


push the spring (8) dow 


@ push the spring (8 pus ihe sexing (0) 
want entered 


@ replace the lamp base (A 


Accessories 


avaliable on request Colleuse biformates 
Super 8and Normal 

Remote It performs beveled bonding, 

control cative characterzed by avery smooth 


pessage nthe pr 


The cable intended for the 
connection between the projector 
ows theltter to be twitched on 
your photo-cinema dealer. 


cassette recorders equipped 
With ajock type socket (2.3 mk 
tn adapter, supplied with the cable 
Philips system. Gpnar 
treated for the Bolex 18-3 DUO 
device while facilitating its 


